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	Republic of the Philippines

Department of Health

Office of the Secretary

CENTRAL OFFICE BIDS AND AWARDS COMMITTEE

2/F  Building 6, San Lazaro Compound, Rizal Avenue, Sta. Cruz, 1003 Manila

Trunk Line 743-83-01 local 1625; 1626 Telefax: 741-97-75

URL: http://www.doh.gov.ph; 


	


BID BULLETIN NO. 1
May 20, 2011
PROCUREMENT OF VARIOUS INFORMATION AND COMMUNICATION TECHNOLOGY EQUIPMENT AND SOFTWARE
IB No. 2011-05-30 (26)
This Bid Bulletin is being issued to clarify all the issues and questions raised during the Pre Bidding Conference held on 16 May 2011; 10:30 a.m. at the COBAC Conference Room, G/F, Building 6, Department of Health, San Lazaro Compound, Rizal Avenue, Sta. Cruz Manila.  This Bid Bulletin will form an integral part of the bidding document for the Procurement of Various Information and Communication Technology Equipment and Software under IB No. 2011-05-30(26). Listed below are issues raised:

	Particular
	Package No. / Page/s
	Issues/Concern
	COBAC’s Response

	Barcode Scanner
	Lot 1 

page 68-70
	(1) Bullet # 2 

·  Voice Communication

· Integrated Voice-over-IP ready (P2P, PBX, PTT)
Wi-Fi™-certified, IEEE 802.11b direct
sequence wireless LAN
- can we delete this bullet?
	· Voice Communication

· Integrated Voice-over-IP ready (P2P, PBX, PTT)
Wi-Fi™-certified, IEEE 802.11b direct
sequence wireless LAN
· No Changes

	
	
	(2) Does this item have an existing Operating System?

	· None, the bidder shall offer an updated operating system which is appropriate to this item.

	
	
	(3) Under Bullet #8 

· Battery Chargers: 

· 4-slot battery charger (1X and 2X), universal
battery charger (requires adapters for 1X and 2X capacity batteries) 


	· Should read as follows: 

· Battery Charger: 

· 1 unit battery charger with 4 slots (1X and 2X), universal
battery charger (requires adapters for 1X and 2X capacity batteries) 

	Micro Projector

	Lot 7 
Item No. 1 
Page 83
	(1) To clarify what does 2 year door-step-swap (1 year on lamp) entails?
	· The bidder shall immediately replace the unit if it is not working. New unit shall be issued whether it requires a minor repair only.

	
	Item No. 2

Page 84
	(2) No. 7 Bullet #2
· Can we delete PALSECAM?


	· Bullet #2 should read as follows:

· Full support for NTSC, & HDTV

	CCTV Camera
	Lot 8
Page 86
	(1) Is it analog or digital type?
	· It should be digital.


· Revised Schedule of Requirements and Technical Specifications are enclosed.
Submission and Opening of Bids will be on 30 May 2011 at 10:30 a.m., at the COBAC Conference Room, G/F, Bldg. No. 6, Department of Health, San Lazaro Compound, Rizal Avenue, Sta. Cruz, Manila.

All other provisions of the bidding documents not affected by revisions included in this Bid Bulletin shall remain in effect.






NEMESIO T. GAKO, MD, MPH, CESO II








Assistant Secretary of Health








      Chairperson, COBAC

Section VI. Schedule of Requirements

The delivery schedule expressed as weeks/months stipulates hereafter a delivery date which is the date of delivery to the project site.  

	Lot No.
	Procurement Package
	Quantity
	Unit 
	Delivery Site
	Delivery Period 

	1
	Bar Code Scanner
	4
	Unit
	Bldg. 25, DOH Warehouse, Material Management Division, Department of Health, San Lazaro 

Compound, Sta. Cruz, Manila  
	Thirty (30) calendar days upon receipt of the Notice to Proceed  

 

 

 

 

 

 

	2
	Network Switch
	3
	Unit
	
	

	3
	Item 1 

Windows Server 2008
	1
	Unit
	
	

	
	Item 2 

MS Office 2010 Enterprise
	10
	Unit
	
	

	
	Item 3 

Microsoft Windows 7
	10
	Unit
	
	

	4
	Item 1

Tablets/Portable Touch Screen Computer
	6
	Unit
	
	

	
	Item 2 

42” Touch Screen Computer/Interactive TV
	2
	Unit
	
	

	5
	Entry Level Server
	1
	Unit
	
	

	6
	500 GB SATA External Drive
	30
	Unit
	
	

	7
	Item 1

Micro Projector
	4
	Unit
	
	

	
	Item 2

Multimedia Projector Ceiling Mounted 
	2
	Unit
	
	

	8
	Item 1

Digital SLR Camera
	1
	Unit
	
	

	
	Item 2

CCTV Camera
	1
	Lot
	
	

	9
	Computer System Desktop
	3
	Set
	
	

	10
	Laserjet Printer - Colored
	2
	Unit
	
	


Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 1 
	BARCODE SCANNER
	Quantity
	4 units

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 300,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	Physical Characteristics Dimensions 

NAV 

1D 

Maximum of:

4.77 in. H x 2.95 in. W x .94 in. L
(12.1 cm H x 7.5 cm W x 2.4 cm L)3

 2D Imager 

Maximum of:

4.77 in. H x 2.95 in. W x 1.13 in. L
(12.1 cm H x 7.5 cm W x 2.9 cm L) 
CCD Camera 

Maximum of:

4.77 in. H x 2.95 in. W x 1.11 in. L
(12.1 cm H x 7.5 cm W x 2.8 cm L)

Qwerty 

1D

Maximum of: 

5.35 in. H x 2.95 in. W x .94 in. L
(13.6 cm H x 7.5 cm W x 2.4 cm L) 
2D Imager 

Maximum of:

5.35 in. H x 2.95 in. W x 1.13 in. L
(13.6 cm H x 7.5 cm W x 2.9 cm L) 
CCD Camera

Maximum of: 

5.35 in. H x 2.95 in. W x 1.11 in. L
(13.6 cm H x 7.5 cm W x 2.8 cm L) 
Weight 
(including standard battery): 

Maximum of:

NAV 1D 6.42 oz/ 182 g
QWERTY 1D 6.77 oz/ 192 g

Display: 

Transflective color TFT-LCD, 65K colors,
240 (W) x 320 (L) (QVGA size) Touch Panel: 
· Glass analog resistive touch Backlight:  LED backlight 
· Main Battery:  Rechargeable Lithium Ion 3.7V, 1560 mAh 
· Extended Capacity Battery:  Optional 3.7V, 3600 mAh 
· Backup Battery: Ni-MH battery (rechargeable) 15mAh 1.2V, 1 cell 
· Expansion slot: User accessible SDIO slot (with secure cover) 
· Notification: Vibrator and LED
· Keypad Options: QWERTY: 37-key 

· NAV: 4 application keys and 5-way navigation key 

· Audio: Speaker, receiver, microphone, headset jack
Software support for full duplex record and
playback (stereo)
Performance Characteristics 

· CPU: Intel® XScale™ 520 Mhz processor 
· Operating System: Microsoft® Windows Mobile™ 2003
Second Edition 
· Memory: 64MB RAM/ 64MB ROM Interface/ Communications: RS-232, USB 1.1
User Environment 

· Operating Temperature: 0° to 50° C (32° to 155° F) operating temperature 
· Storage Temperature: -25° to 60° C (-13° to 140° F) storage temperature 
· Humidity: 95% non-condensing 
· Drop Specification: 3' drop to tile over concrete, 1 drop per side at 21° C ( 70° F) 
· Electrostatic Discharge (ESD): +/-8kV air discharge, +/-8kV direct discharge
· Wireless Data and Voice Communications 

· Wireless Local Area (WLAN): 

· IEEE® 802.11b 

· Data Rate: 

· 1/2/5.5/11 Mbps 

· Frequency Range: 

· Country dependent; typically 2.4 to 2.5 GHz 

· Output Power: 

· 14.5dBm (typical) 

· Security: 

· WEP, TKIP, LEAP, PEAP, EAP-TLS, WPA
(pre-shared key) 

· Spreading Technique: 

· Direct sequence 

· Antenna: 

· Internal 

· Voice Communication: 
· Integrated Voice-over-IP ready (P2P, PBX, PTT)
Wi-Fi™-certified, IEEE 802.11b direct
sequence wireless LAN
Data Capture Specifications 

· Options: 2D imager, linear CMOS or CCD camera 
2D Imager Engine

(SE 4400) Specifications: 

Field of View: 

· Horizontal: 32.2°, Vertical: 24.5° 

· Optical Resolution (gray scale): 640 (H) x 480 (V) pixels 
· Roll: 360° 

· Pitch Angle: +/- 60° from normal 

· Skew Tolerance: +/- 50° from normal

Focal Distance from front of Engine: 

· Near: 5 inches, Far: 9 inches 
· Aiming Element (VLD):650 nm +/- 5 nm 
· Illumination Element (LED): 635 nm +/- 20 nm 
· Minimum Print Contrast: Minimum 25% absolute dark/light reflectance, measured at 650 nm 
Symbologies: 

· 1D Symbology: UPC/EAN, Code 128, UCC.EAN128,
RSS, Code 39, Code 93, I 2 of 5,
Discrete 2 of 5, Codabar, MSI 
· 2D Symbology: MaxiCode, PDF417, DataMatrix,
QRCode
· Postal Codes: U.S. Postnet, U.S Planet, UK Postal,
Australian Postal, Japan Postal 
· Image File Formats:  BMP, TIFF, JPEG 

· Linear CMOS (CSE600): View Angle: 40°+/- 2° 
· Pitch Angle: +/- 50° from normal 

· Roll: +/- 20° from vertical 

· Skew Tolerance: +/- 30° from normal 

· Minimum Print Contrast: 35% MRD measured at 675 nm 

· Supported Symbologies: UPC /EAN, Code 39, I 2 of 5, Discrete 2 of 5,
Code 128, UCC.EAN128, Code 93, Codabar
· CCD Camera: Image Sensor: 1/4 in. type 1.1 mega-pixel CCD 

· Maximum Frame Rate: 7.5 fps 

· Minimum Subject Illumination: 2 lux (at 5 fps) 

· Number of Output Pixels: 1144 (H) x 880 (V) 

· Image Output Interface: UYVY 8-bit 

· Lens F-Number: f2.8 

· Scan Triggers: Left and right trigger buttons

· Peripherals and Accessories 

· Cradles: 

· Single-slot USB with spare battery (1X and 2X) charging, four-slot Ethernet or USB 

· Communication and Charging Cables: 

· USB v1.1, vehicle charging cable, power/charging cable 

· Battery Chargers: 

· 1 unit battery charger with 4-slots (1X and 2X), universal
battery charger (requires adapters for 1X and 2X capacity batteries) 

· Vertical-specific attachments: 
· Snap-on magnetic stripe reader, universal cable cup
adapter attachable cables
· Regulatory 

· Electrical Safety: 

· UL60950 (UL marking), CSA C22.2 No. 60950 (c-UL marking ), EN60950/IEC 950 

· EMI/RFI: 

· EU/International
EN 301 489-1, -17
EN61000-4-2: 1995, ESD ±8kV air/ ±4kV contact
EN61000-4-3: 1997, Radiated Immunity 3V/m
EN61000-4-4: 1995, EFT ± 0.5kV
EN61000-4-5: 1995, Surge ± 0.5kV
EN61000-4-6: 1 
· Laser Safety: 
IEC Class2/FDA Class II in accordance with
IEC60825-1/EN60825-1
· Warranty: Minimum of 1 year warranty of parts and services
	


NAME OF COMPANY



ADDRESS


SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO 
TECHNICAL SPECIFICATIONS
	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 2
	NETWORK SWITCH
	Quantity
	3 Units

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 300,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	· Ports: 48 RJ-45 Connectors for 10BASE-T/ 100BASE-T/ 1000BASE-T with 4 Gigabit combo ports shared between mini-GIBIC ports; console port; auto MDI/MDI-X; auto negotiate/manual setting; RPS port for connecting to redundant power supply unit

· Buttons: Reset button

· Cabling Type:UTP CAT 5 or better for 10BASE-T/100 BASE-TX; UTP CAT 5e or better for 1000BASE-T

· LEDs: PWR, Fan, Link/Act, PoE, Speed, RPS, Master, Stack ID 1-8
Performance

· Switching Capacity: 96 Gbps non-blocking

· Forwarding Capacity: 71.4 packets per second (64-byte packets
· Stacking: Stack Operation: Up to 192 ports in a stack Hot insertion and removal ring and chain stacking options Mater and backup master for resilient stack control, Auto-numbering or manual configuration of units in stack
Layer 2
· MAC Table Size: 8K

· Number of VLANs: 256 active VLANs (4096 range)

· VLAN: ort-based and 802.1q tag-based VLANS; protocol-based VLAN; management VLAN; multicast TV LAN; private VLAN Edge (PVE);

· HOL Blocking: PHead-of-line blocking prevention

Layer 3:
· Layer 3 Operations: Static routing; Classless Interdomain Routing (CIDR); 60 static routes; IPv4 and IPv6;

Forwarding in silicon – wirespeed forwarding.

· IPv6 Options: IPv6 over Ethernet, dual stack, IPv6 ove IPv4 network with ISATAP tunnel, IPv 6 Neighbor Discovery Stateless Address configuration, MTU discovery, WEB, SSL, Telnet, Ping, Traceroute, SNTP, TFTP, SNMP, RADIUS, ACL, QoS, Protocol Based VLANs

· Management:

Web User Interface: Built-in web user interface for easy browser-based configuration (HTTP/HTTPS)

· SNMP: SNMP version1, 2c and 3 with support for traps

· SNMP MIBs: RFC1213 MIB-2, RFC2863 Interface MIB, RFC2665 Ethernet like MIB, RFC1493 Bridge MIV, RFC2674 Extended Bridge MIB (P-bridge, Q- bridge) RFC2819 RMON MIB (group 1, 2, 3 and 9 only) RFC2737 Entity MIB, RFC2618 RADIUS client MIB, RFC 1215 Traps
· Remote Monitoring (RMON):  Embedded RMON software agent supports 4 RMON groups(history, statistics, alarms, and clients) for enhanced traffic management, monitoring, and analysis
· Firmware Upgrade: Web browser upgrade ( HTTP/ HTTPS) and TFTP Dual images for resilient firmware upgrades
· Port Mirroring: Traffic on a port can be mirrored to another port for analysis with a network analyzer or RMON probe.
· Other Management: Traceroute, single IP management; SSL security for web user interface; secure Shell (SSH); RADIUS; port mirroring; TFTP upgrade; DHCP client; BootP; SNTP; Xmodem upgrade; cable diagnostics; PING; syslog;
Telnet client (SSH secure support)

· IEEE 802.1x: 802.1x RADIUS authentication, MD5 Hash; guest VLAN; Single/multiple host mode
· Access Control Lists (ACLs): drop or rate limit based on source and destination MAC or IP address, protocol, port, VLAN DSCP/IP precedence, TCP/UDP source and destination ports, 802.1p priority, Ethernet type, ICMP packets, IGMP packets, DHCP  snooping, ARP inspection, and IP up to 1018 rules

· Availability:
· Link Aggregation: Using IEEE 802.3ad LACP, up to 8 ports in up to 8 groups

· Storm Control:Broadcast, multicast and unknown unicast

· DOS prevention: DOS attack prevention

· Spanning Tree: IEEE 802.1D Spanning Tree, IEEE 802.1w Rapid Spanning Tree, IEEE 802.1s Multiple Spanning Tree, and fast linkover
· IGMP (version1 and 2) Snooping: Limits bandwidth-intensive multicast traffic to only the requestors and supports 256 multicast groups
· Power redundancy: Connection to RPS Unit for power redundancy

Quality of Service:
· Priority Levels: 4 hardware queues 

· Scheduling: Priority queuing and weighted round robin (WRR)

· Class of Service: Port-based; 802.1p VLAN priority-based; IPv4/v6 IP Precedence/TOS/DSCP-based; diffserv; classification and re-marking ACLs

· Rate Limiting: Ingress policer; egress rate control; per VLAN

· Statistics: 16 meters

· Standards: 802.3 10BASE-T Ethernet, 802.3u 100BASE-TX Fast Ethernet, 802.3ab 1000BASE-T 
Gigabit Ethernet, 802.3z 

Gigabit Ethernet, 802.3x Flow 

Control, 802.3ad; 802.1D STP, 8021Q/p VLAN, 802.1w Rapid STP, 802.1s Multiple STP, 802.1x Port Access

· Power: 100-240V 47-63Hz, Internal, Universal; also equipped with external redundant power supply connector for external power supply -48VDC
	



NAME OF COMPANY
ADDRESS


 SIGNATURE OVER PRINTED NAME
                  TELEPHONE / FAX NO
Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 3 

Item 1
	WINDOWS SERVER 2008 ENTERPRISE
	Quantity
	1 units

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 410,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	· With installer, CD/DVD kit and with paper license and manual 5 CAL
	


NAME OF COMPANY



ADDRESS


SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO 
Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 3 
Item 2
	MS OFFICE 2010 ENTERPRISE EDITION
	Quantity
	10 units

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 410,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	· With installer, CD/DVD kit and with paper license and manual
	


NAME OF COMPANY



ADDRESS


SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO
Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 3 
Item 3
	MICROSOFT WINDOWS 7
	Quantity
	10 units

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 410,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	· Professional – Installer and manual
	


NAME OF COMPANY



ADDRESS


SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO 
Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 4 
Item 1
	TABLETS/PORTABLE TOUCH SCREEN COMPUTER
	Quantity
	6 units

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php  550,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	Wireless and cellular

Wi-Fi model: Wi-Fi (802.11a/b/g/n)

Bluetooth 2.1 + EDR Technology

Wi-Fi + 3G model

UMTS/HSDPA (850,1 900 ,2100  MHz) Data only2

GSM/EDGE (850, 900, 1800, 1900 MHz) Data only

Wi-Fi (802.11a/b/g/n

Bluetooth 2.1 + EDR technology

· Location: Wi-Fi, Digital compass, Assisted GPS (Wi-Fi +3G Model), Cellular (Wi-Fi + 3G model)
· Capacity: 16GB, 32GB, or 64GB flash drive

· Processor: 1GHz A4 custom-designed, high-performance, low-power system-on-a-chip

· Sensors: Accelerometer, Ambient light sensor

· Audio playback: Frequency response: 20 Hz to 20,000Hz

· Audio formats supported: HE-AAC (V1), AAC (16 to 320 Kbps), Protected AAC

· (from iTunes Store), MP3 (16 to 320 Kbps), MP3 VBR, Audible (formats 2, 3, and 4), Lossless, AIFF, and WAV

· User-configurable maximum volume limit

· TV and Video

Support for 1024 by 768 pixels with Dock Connector to VGA Adapter; 576p and 480p with AV Cable; 576i and 480i with Composite AV Cable H.264 video up to 720p, 30 frames per second, Main Profile level 3.1 with AAC-LC audio up to 160 Kbps, 48kHz, stereo audio in .m4v, .mp4, and .mov file formats; MPEG-4 video, up to 2.5 Mbps, 640 by 480 pixels, 30 frames per second, Simple Profile with AAC-LC audio up to 160 Kbps, 48kHz, stereo audio in .m4v, .mp4, and .mov file formats; Motion JPEG (M-JPEG) up to 35 Mbps, 1280 by 720 pixels, 30 frames per second, audio in ulaw, PCMstereo audio in .avi file format

· Mail Attachment Support:

Viewable document types: .jpg, .tiff, .gif (images); .doc and .docx (Microsoft Word); .htm and .html (web pages); .key (Keynote); .numbers (Numbers); .pages (Pages); .pdf (Preview and Adobe Acrobat); 

.ppt and .pptx (Microsoft PowerPoint); .txt (text); .rtf (rich text format); vcf (contact information); .xls and .xlsx (Microsoft Excel).

· Languages:

Language support for English, French, German, Japanese, Dutch, Italian, Spanish, Simplified Chinese, RussianKeyboard support for English (U.S.), English (UK), French (France, Canada), German, Japanese (QWERTY),Dutch, Flemish, Spanish, Italian, Simplified Chinese (Handwriting) and Pinyin), Russian Dictionary support for English (U.S.), English (UK), French, French (Canadian), German, Japanese, Dutch, Flemish, Spanish, Italian, Simplified Chinese (Handwriting and Pinyin), RussianFrench (Swiss), 

· Battery and power
Built-in 25-watt-hour rechargeable lithium-polymer battery Up to 10 hours of surfing the web on Wi-Fi, watching video, or listening to music Up to 9 hours of surfing the web using 3G data network 
Charging via power adapter or USB to computer system

Input and output

Dock connector port

3.5 – mm stereo headphone jack

Built-in speaker

Microphone

Micro-SIM card tray (Wi-Fi + 3 G model only)

· Warranty: 1 year on parts and services
	


NAME OF COMPANY



ADDRESS


SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO
Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 4 

Item 2
	42” TOUCH SCREEN COMPUTER / INTERACTIVE TV
	Quantity
	2 units

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 550,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	· Technology: full 42” viewable TFT-Active Matrix

· Touch Screen Technology: Next Window Optical

· Display Resolution: 1920x1080 (full HD)

· Lifetime: 50,000h average

· Aspect Ratio: 16:09

· Response Time: 6 ms

· View Angle: 89°

· Contrast Ratio: 1400:01:00

· Brightness : 500cd/m2
· Input: 100V ~ 240V ; (50Hz ~ 60Hz)

· Power Consumption: 170 W

· Operating Temperature: 5 ~ 40°C (< 50% RH)

· Relative Humidity: 20 ~ 80% RH (without condensation)

· Cooling: Low noise level 21dB(A)/ fan less

· With Wall Mount 
· Video inputs

· Video outputs

· Supported Resolution: Display Clock: Max 165MHz 640x480 (60Hz) ~ 1920x1080 (60Hz)

Depends on panel resolution

Sound (in)

Sound (out)

Control

Remote Control

· Touch Calibration: Four-point driver (No software required) Automatic landscape/portrait orientation detection

· Touch Activation Force: No pressure required

· Touch interface: USB 1.1 (full speed), HID complaint plug-and-play compatible

· Multi touch Control: yes

· Control: On Screen
· CPU: Intel Core 2 Duo, 2.66 MHz
· OS: Windows 7, Windows XP Pro, Windows XP Embedded

· RAM: 2GB

· Hardware: SATA 2 HDD 320GB, 7200RPM, Gigabit LAN, DVD RW, Integrated 802.11, WiFi

· Inputs: 6 x USB2.0

· 1x PS2 (Keyboard)

· 1 x PS2 (mouse)

· Sounds:  AC97 codec 5.1 CH

· Video: 512 MB VRAM

· Accessories: Wireless keyboard with trackball and right/left mouse buttons, removable desktop legs

· Warranty: 1 year on parts and services
	


NAME OF COMPANY



ADDRESS


SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO 
Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 5
	ENTRY LEVEL SERVER
	Quantity
	1 unit

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 250,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	· Form Factor/height: Tower/5U (Track-mountable)

· Processor (max) Intel® Xeon® up to 2.93 GHz and up to 8 MB cache
· Number of processors (std/max) Intel® Xeon 2.93 GHz  8 MB cache
· Cache (max): 8MB per processor socket

· Memory (max): 48 GB max 1333 MHz DDR-3 registered DIMMs via 16 DIMM slots

· Expansion slots: 6 PCI-Express, 1 PCI, 2 PCI-X (optional – requires removal of 1 PCI-Express

Disk bays (total/hot-swap): 16/16 (SFF) (8 standard with additional 8 available)

· Maximum internal storage: 2.3 TB hot-swap Serial Attached SCSI ( SAS)

· Network interface: Integrated dual Gigabit Ethernet

· Power Supply (std/max):       920 W ½

· Hot-swap components: Power supply, fans and hard disk drives

· RAID support: Integrated Hardware RAID-0, -1, -1E, optional RAID-5, -6, -10, -50,   -60
· System management: Automatic Server Restart; IBM Predictive Failure Analysis on hard disk drives, processosrs, voltage regulator modules (VRMs), fans and memory; light path diagnostics; integrated management modules; optional remote presence hardware  key; IBM System Director and IBM Systems Director Active Energy Manager
· Operating systems supported: Microsoft® Windows®, Red Hat Enterprise Linux®, SUSE Linux Enterprise, VMware ESX and ESXi
· Limited warranty: 3 years customer replaceable unit and onsite limited warranty
	


NAME OF COMPANY



 ADDRESS


SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO
Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 6
	500 GB SATA EXTERNAL DRIVE
	Quantity
	30 units

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 150,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	· Capacity: 500 GB
· Drive Interface: SATA
· Standard Compliance: USB 3.0/ USB 2.0
· Connector Type: 1 USB
· Number of Ports: 1
· Data Transfer Rates: Max. 5 Gbps* (USB 3.0 mode)
Max. 480 Mbps (USB 2.0 mode)
· Power Supply: DC 5V (USB powered)
· Power Consumption: Max. 2.5W
· Client OS Support: Windows 7 (32-bit/64-bit), Windows Vista ( Max. 2.5W)
· Client OS Support: Windows 7 (32-bit/64-bit), Windows Vista (32-bit/64-bit), Windows XP, Windows Server 2003 Server 2008, Mac OS 10.4 or later* 
· Warranty: at least 6 months
	


NAME OF COMPANY



ADDRESS


SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO 
TECHNICAL SPECIFICATIONS
	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 7 
Item 1
	MICRO PROJECTOR
	Quantity
	4 units

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 480,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	System: 12 degree DDR DLP

Resolution: XGA (1024*768)

ANSI Lumens: 3000

Contrast Ratio: 1400:01:00

Lamp: 220w SHP, 2000hrs (typical)

Lens: Manual zoom and focus

Interchangeable: No

Image size: 32” – 268” diagonal 

Throw Distance:1.49m – 9.99m

Keystone Correction: +/-30(°) (Vertical) +/-30°. (Horizontal)

Computers: VGA, SVGA, XGA, SXGA, SXGA+

Video: PAL, SECAM, NTSC

HDTV: 1080i, 720p,576i/576p,480i/480p

Horizontal Freq.: 15.62-85

Vertical Freq.: 48-85

VGA: 1

RGBV: -

DVI: -

HDMI: 1

Component: -

S-Video: 1

Composite: 1

Monitor Out: Yes

Audio in: 1

Audio out: 1

USB: -

RS-232: -

Network: Yes

Speakers: 3w mono

Remote: with remote control

Noise: 35db

Power Supply: 100-240 Volts at 50-60 Hz

Warranty: 2 year door-step –swap (1 year on lamp)

Accessories: Computer Cable, Power Cable, Carry case, Lens cap, Remote control, user guide, reference guide, CD
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SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO
Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 7
Item 2
	Mutimedia Projector Ceiling Mounted 

	Quantity
	2 Units 

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 480,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	1. Including Installation
2. Technology: DLP Projection System 
3. Resolution: XGA 1024 x 768
4. Display: 16 Million color displayable palette 
5. Contrast Ration: 2000:1 (full on/off)
6. Ansi Lumens: Minimum of 2000
7. Audio Video Specifications:

· Full support for NTSC & HDTV
· Computer and audio inputs
· With built-in speaker
8. Features:

· Digital Keystone Correction
· Manual Zoom Lens 
· Onscreen Menus 
· Digital Zoom
9. Accessories:

· Remote Control with/and laser pointer with batteries
· User manual (English)
· Power and video cable
· Carrying case/bag
10. Weight: Max 2kg.
11. Power Supply: 100V-240V at 50 to 60 Hz Operation
12. Power Consumption: Maximum 300W
13. Warranty: Three (3) years warranty on parts and services and one (1) year for the lamp.
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SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO
Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 8
Item 1
	DIGITAL SLR CAMERA 
	Quantity
	1 unit

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 300,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	· Effective pixel: 24.5 million

· Image sensor: CMOS sensor, 35.9 x 24.0 mm; ; total pixels: 25.72 million
· Image size (pixels): FX format (36 x 24): 6,048 x 4,032 [L], 4,544 x 3,024 [M], 3,024 x 2,016 [S], DX format (24 x 16): 3,968 x 2,640 [L], 2,976 x 1,976 [M], 1,984 x 1,320 [S], 5:4 (30 x 24): 5,056 x 4,032 [L], 3,792 x 3,024 [M], 2,528 x 2,016 [S]

· Sensitivity: ISO 100 to 1600 in steps of 1/3, 1/2, or 1 EV; can be set to approx. 0.3, 0.5, 0.7, or 1 EV (ISO 50 equivalent) below ISO 100, or to approx. 0.3, 0.5, 0.7, 1, or 2 EV (ISO 6400 equivalent) over ISO 1600
· Storage media: Compact Flash (Type I/II, compliant with UDMA); Microdrives

· LCD Monitor: 3-in., approx. 920k-dot (VGA), 170-degree wide-viewing-angle, 100% frame coverage, low-temperature polysilicon TFT LCD with brightness adjustment

· Exposure metering: TTL full-aperture exposure metering using 1,005-pixel RGB sensor, 

3D Color Matrix Metering II (type G and D lenses); Color Matrix Metering II (other CPU lenses); Color Matrix Metering (non-CPU lenses if user provides lens data)

· Exposure metering: 

1) Programmed Auto (P) with flexible program,

2) Shutter-Priority Auto (S),

3) Aperture-Priority Auto (A),

4) Manual (M)

· Interface: Hi-speed USB

· Power source: One Rechargeable Li-ion Battery EN-EL4a/EL4, Quick Charger MH-22/MH-21, AC Adapter EH-6 (optional)

· Warranty: 1 year on parts and services
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Technical Specifications
	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 8
Item 2
	CCTV CAMERA
	Quantity
	1 Lot 

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 300,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	· 2 Units High Speed Dome Camera
· 5 units Box type cam, with lens 3-8 mm
· Bracket (ceiling/wall)
· 16 inch DVR, H.264 Video conversion
· SATA slot (2), USB 2.0, Alarm Motion, schedule recording models with mouse & remote controller
· 32” LCD monitor CCTV Grade 12 VPC, 1.5a Power Supply
· 1000 VA UPS output
· 1000 w AVR-Server-motor type
· Optimal lens for item 2 w/F28
· 1 year Warranty

	


 NAME OF COMPANY



 ADDRESS


SIGNATURE OVER PRINTED NAME

TELEPHONE / FAX NO 
Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 9
	COMPUTER SYSTEM DESKTOP
	Quantity
	3 Sets 

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 176,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	Processor: Intel Core I5-2300 quad-core processor (2.8 GHz, 6 MB cache)
Memory: 4 GB DDR3-1333 MHz

Hardisk: 750  GB (7200 rpm) SATA
DVD Drive: 16 GB  DVD combo Slim
Video: Intel High definition

Monitor: Flat panel, LCD
20” viewable area, 1280 x 1024
Maximum resolution: .264 mm pixel pitch
Keyboard: standard keyboard
Mouse: USM Mouse
Network Interface Card – On Board 10/100 /1000 MB Ehternet controller
Warranty: 1 Year 
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Technical Specifications

	Republic of the Philippines

Department of Health

TECHNICAL SPECIFICATIONS

	Lot 10
	Laserjet Printer – Colored 
	Quantity
	2 Units 

	Name of Manufacturer:
	Country of Origin:

	Brand:
	Model:

	ABC: Php 200,000.00
	

	PURCHASER’S SPECIFICATION
	SUPPLIER’S SPECIFICATION

	1.  Resolution: Up to 600 x 600 dpi (best quality)

2. Printing Speed: 12ppm (Normal Quality A4) both on black and color
3. Memory: 32MB expandable/upgradable
4. Connectivity: High speed USB 2.0
5. Paper Handling: A4; A5; Letter; Legal, Executive & Transparencies
6. No of trays: Two (2) trays 
a. Two (2) standard; (250 sheets capacity)
b. One (1) Multi-purpose (100 capacity)
7.  Other Features: (Please check/cross out on the boxes below)
( Built-in Duplex Function

( Networkable

8. Consumables: Additional Three (3) standard toner 
· w/ certificate of availability in the market for the next two (2) years
· w/ list on authorized store/s where the toner are available 
· indication of the suggested retail price of the toner cartridge (which should not exceed 50% of the printer cost)
9. Additional Accessories:
a. User’s manual (English)
b. Power cable (standard plug/adaptors)
c. Data Cable
d. CD Drivers and Utilities
10. Warranty: One (1) year on parts & services
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